NOTE:

VALVE EXTENSION TO BE USED ONLY WHEN TOP
OF GATE VALVE IS DEEPER THAN 5 FEET

FROM FINISHED GRADE.

VALVE BOX PER SPECS. ]

)

r EXTENSION. TERMINATE
12" FROM TOP OF BOX.

o
i \2” SQUARE AWWA NUT

STD. GATE VALVE
W/STAINLESS
STEEL BOLTS

L

PVC OR D.I. PIPE

BLOCK AS DIRECTED.
MIN. DIMENSION APPROX.
EQUAL TO ONE BAG OF
SACKRETE

GATE VALVE & BOX

W1-00

STANDARD FIRE HYDRANT

GATE VALVE
W/VALVE BOX

WATER LINE \

TEE OR TAPPING SLEEVE
& VALVE AS REQUIRED

AS REQUIRED

S

ANCHOR 90° BEND

GATE VALVE
W/VALVE BOX

FIRE HYDRANT LOCATION N

REALIGN AS NEEDED

GeneralNotes:

(1) Finely divided earth free of rock, lumps and clods exceeding 6"
shallbe placed by hand, and compacted around the cast iron pipe
to a depth of 12" over the top of the pipe before back fillis begun
by any mechanical equipment.

(2) All concrete blocking shallbe - 28 day concrete strength = 2000psi.

(3) All thrust blocking shallprovide a minimum of 2 square feet of
bearing area of concrete on undisturbed soil, or as directed by the
engineer.

(4) Water mains willnot be fully pressurized untilconcrete has
reached 7 day strength.

(5) Allpipe will be laid so as the entire barrelwillhave full
bearing on the fine graded trench bottom. Bellholes shallbe cut
for each belland fire hydrant.

(6) Allgate valves to be "O" ring type, with non-rising stems; with
M. J. ends including all glands, bolts and gaskets; and to open
counter-clockwise (left).

(7) All fittings shallbe mechanical joints unless otherwise directed.

AS REQUIRED

—{ 1' MIN. |=—
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RIGHT OF WAY LINE

FINISHED GRADE 7

CONCRETE
BLOCKING

WTIH

VIEW A -
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VALVE BOX PER SPECS.

2" SQUARE AWWA NUT

EXTENSION. TERMINATE
12" FROM TOP OF BOX.

A

. 24" X 24" X 6"
L'/ZS*DAY CONCRETE
A STRENGTH = 2000 psi
*4 BAR AROUND

ALL VALVE BOX.

STANDARD FIRE HYDRANT

NS T e i
' | \ BURY LINE
AS REQ'D [ﬁ' VARIES |
. g {J
>
-
0 i 6" STD. )~ 6" D.I. OR C909 PIPE
<+ [l GATE VALVE 6" MJ ANCHOR

WITH SS BOLTS

COUPLING

PEA GRAVEL - FILL
TO 1FT. ABOVE
WEEP HOLE

/]

TEE OR TAPPING

SLEEVE & VALVE

AS REQUIRED

THRUST BLOCK

MECHANICAL JOINTS
WITH SET SCREW
RETAINER GLANDS
OR MEGA LUGS

BLOCK AS DIRECTED

STANDARD FIRE HYDRANT

ASSEMBLY

BLOCK USING 12"x12"x4"
PRECAST CONCRETE
BLOCK

6" X 12" GRADELOK
W/M.J. SPLIT GLANDS
(ROTATE TO FINAL GRADE)

OP TIONAL

REVISIONS:
REVISED 12-18-03
REVISED 1-14-04
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